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- 2 SECTION TO BE LEFT IN THE HYDROMULCHING MACHINE FOR MORE THAN
S n NO SCALE TWO HOURS. IF SLURRY COMPONENTS ARE LEFT FOR MORE THAN
4 = KA TWO HOURS IN THE MACHINE, THE CONTRACTOR SHALL ADD 50%
DETENTION BAS'N}' k4 ) Q\ MORE OF THE ORIGINALLY SPECIFIED SEED MIX TO ANY SLURRY
B v MIX WHICH HAS NOT BEEN APPLIED WITHIN THE TWO HOURS
| | T AFTER MIXING. THE CONTRACTOR SHALL ADD 75% MORE OF THE
: ' _\ o§‘5k L ORIGINAL SEED MIX TO ANY SLURRY MIXTURE WHICH HAS NOT BEEN
W% TN DETENTION BASIN'L APPLIED EIGHT HOURS AFTER MIXING. ANY MIXTURE NOT APPLIED
0 110 N\ - 3‘!?; | NOTES: AFTER EIGHT HOURS SHALL BE REJECTED AND DISPOSED OF
LLI TR T T —_— OFF—SITE AT CONTRACTOR'S EXPENSE.
o NN 72, i Tirt oot ir W IN THE EVENT THAT THE CLEARED SITE REMAINS EMPTY FOR :
o e L D e 5. CLEAN UP:
W | e G A PERIOD OF MORE THAN THIRTY DAYS, THE AREA SHALL BE AS PROJECT PROGRESSES, CONTRACTOR SHALL MAINTAIN ALL
o el X s PROTECTED. THAT PROTECTION SHALL BE IN THE FORM OF AREAS IN A NEAT MANNER AND REMOVE UNSIGHTLY DEBRIS AS
| 1 AR SOIL STABILIZATION THROUGH THE USE OF: NECESSARY. AFTER COMPLETION OF PROJECT, CONTRACTOR SHALL
, i VEL BAGS [“ ; e A A SOIL BINDER (COPOLYMER EMULSION BLEND) FOR ANY REMOVE ALL DEBRIS AND CONTAINERS USED IN ACCOMPLISHING
DETENTION - BASIN _ RS AREA (INCLUDING 1:1) WORK. HE SHALL SWEEP AND CLEAN ALL SIDEWALKS, ASPHALT,
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LATRE o o] THAN 2J:1
g ‘\ B X LN BONDED FIBER MATRIX (BFM) FOR SLOPED AREAS GREATER
02, | NN AE/AR4 \_E}E/ rl THAN 2):1
\\\‘,%*\“ . (\DEZENTION E‘ﬁt'ﬂi OR HYDF;OSEED (AT THE DISCRETION OF THE CITY DISTURBED AREA PROTECTION NOTE:
o 1”: e \\\ L 4 B , i l‘ ENG'NEER .
A | \\ ‘\\m‘, T v/*/*/ o HYDROSEED THE BUILDING PAD AREA WILL UTILIZE FIBER ROLLS TO IN THE EVENT THAT THE CLEARED SITE REMAINS EMPTY FOR A PERIOD
A1\ gt il | CONTAIN SEDIMENT. OF MORE THAN THIRTY DAYS, THE AREA SHALL BE PROTECTED. THAT
AL N\ e *T;Z._Z_Zl >4 /Y THE HYDROSEED MIX SPECIFIED (EITHER ON THIS SHEET OR PROTECTION SHALL BE IN THE FORM OF SOIL STABILIZATION THROUGH
= @ B ui LANDSCAPE PLANS) IS A NATIVE MIX AND WILL REQUIRE NO THE USE OF:
T R AT IRRIGATION AFTER IT HAS BEEN ESTABLISHED. IRRIGATION TO A SOIL BINDER (COPOLYMER EMULSION BLEND) FOR ANY AREA
SRR Pt ————— ‘ ESTABLISH SEED MIX WILL BE BY WATER TRUCK. (INCLUDING 1:1)
STABILIZATION — STABILIZED FIBER MATRIX (SFM) FOR SLOPED AREAS LESS THAN 2%:1
ENTRANGE —~—— HYDROSEED MIX: BONDED FIBER MATRIX (BFM) FOR SLOPED AREAS GREATER THAN 2%:1
- ~ . ~ o ) \CURB OUTLET GEOTEXTILE, MATS AND EROSION CONTROL BLANKETS FOR ANY SLOPED
\\ ) ARTEMESIA CALIFORNIA CALIFORNIA SAGEBRUSH 4 LBS/ACRE AREA
- — — W — W -CURBINKET— W BACCHARIS EMERI gCOYOTE BRUSH) ) 4 LBS;ACRE OR HYDROSEED (AT THE DISCRETION OF THE CITY ENG|NEER).
| \\ e " " " BACCHARIS SAROTHROIDES  (DESERT BROOM) 2 LBS/ACRE THE BUILDING PAD AREA WILL UTILIZE FIBER ROLLS TO CONTAIN
N ; \ \ ENCELIS CALIFORNIA (CALIFORNIA SUNFLOWER) 8 LBS,/ACRE SEDIMENT.
DRIVE ERIOGONUM FASCICULATUM  (CALIFORNIA BUCKWHEAT) 20 LBS/ACRE
W\ HETEROMELES ARBUTIFOLIA (TOYON) 5 LBS/ACRE THE HYDROSEED MIX SPECIFIED (EITHER ON THIS SHEET OR LANDSCAPE
\\ RHUS LAURINA (LAUREL SUMAC) 4 LBS/ACRE PLANS) IS A NATIVE MIX AND WILL REQUIRE NO IRRIGATION AFTER IT
\ SALVIA MELIFERA (BLACK SAGE) 4 LBS,/ACRE HAS BEEN ESTABLISHED. IRRIGATION TO ESTABLISH SEED MIX WILL BE BY
N\ 1. SOIL PREPARATION: WATER TRUCK.
| A.  WATER ALL PLANTING AREAS THOROUGHLY AND CONTINUOUSLY HYDROSEED MIX:
, FOR THREE (3) CONSECUTIVE DAYS TO SATURATE UPPER
LAYER OF SOIL PRIOR TO HYDROSEEDING OPERATION. TIME OF INSTALLATION:

B.  ALLOW PLANTING AREA SOIL SURFACE TO DRY OUT FOR ONE IT IS THE INTENT THAT THE HYDROSEED MIX BE APPLIED NO SOONER

DAY ONLY PRIOR TO THE HYDROSEEDING APPLICATION. CARE THAN JUST BEFORE THE FIRST RAIN. IN NOVEMBER, AND NO LATER
MUST BE TAKEN TO NOT ALLOW THE SOIL SURFACE TO BE THAN JUST AFTER THE SECOND RAIN AFTER THE FIRST RAIN IN NOV
SUPER SATURATED WITH WATER PRIOR TO THE HYDROSEEDING -
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TRIBUTORY AREAS FOR CACH UNIT INSTALLATION. AT THE SAME TIME THE SOIL SURFACE SHOULD NOTE:
NOT BE BONE DRY. THERE SHOULD BE SOME RESIDUAL
| EGEND CALTRANS OUTFALL ACRE (()QI:’“’S) ( gi_zns MOISTURE WITHIN THE FIRST 1/4 INCH OF SOIL SURFACE. R e, DACS IN WORK ZONE ONLY, KEEP CLEAR OF
B.M.P CODE SYMBOL NODE ( ) C. BEGIN THE HYDROSEEDING OPERATION ON ALL AREAS AS
M.P. 57 134 348 014 SPECIFIED HEREIN.
DRAINAGE STRUCTURE FLOW @mm —4—0t—0—=0 2. PREPARATION OF HYDROSEEDING MIXTURE: PRIVATE CONTRACT
STABILIZED CONSTRUCTION ENTRANCE 7C-1,3 A.  THE SLURRY SHALL BE PREPARED AT THE SITE AND ITS SHEET COUNTY OF SAN DIEGO
SURFACE FLOW (EXIST/PROP) - > COMPONENTS SHALL BE MIXED TO SUPPLY THE RATES OF 1 DEPARTMENT OF PUBLIC WORKS SHEETS
SILT FENCE SC—1 o o o APPLICATION AS PER SPECIFICATIONS.
DRAINAGE AREA ' B. SLURRY PREPARATION SHALL BEGIN BY ADDING WATER TO STORM WATER MANAGEMENT PLAN
_ e THE LINK WHEN THE ENGINE IS AT ONE—HALF THROTTLE.
EXISTING SLOPE — GRAVEL BAG CHECK DAM BARRIER SC-4.68 WHEN THE WATER LEVEL HAS REACHED THE HEIGHT OF THE
SC—10 £ 3 AGITATOR SHAFT AND GOOD RECIRCULATION 4AS BEEN PEPPER VILLA DRIVE
FIBER ROLL i — GRAVEL BAG INLET PROTECTION ESTABLISHED, THE FERTILIZER SHALL BE ADDED TO THE T™ 5517 RPL-1
r o 15 30 50 %0 MIXTURE (THE TANK SHALL BE AT LEAST 1/3 FILED WITH
BROW DITCH — MATERIAL DELIVERY AND STORAGE/ WM—1,5,6,8,9 ¥ 1 WATER AT THIS TIME). SANTEE
SOLID WASTE MANAGEMENT /A o — C.  THE ENGNE THROTTLE SHALL BE OPEN TO FULL SPEED CALIFORNIA COORDINATE INDEX __ 000~0000
[€X| Ke S ENGINEERING, INC. = SCALE: 17=30 AMENDMENTS, PR, D, CHEVIGALS QALY THEN BE R T S o ok Kol S Sveh
Planning . Engineering . Surveying VEGETATED SWALE W/FLOW DIRECTION IF PLAN SIZE IS LESS THAN 24"x36" ADDED BY THE TIME THE TANK IS 2-1/3 TO 3/4 FULL.
06_01 1 PADS STABILIZATION OR BFM THIS IS A REDUCED COPY. ’ AT THIS TIME THE SEED MIX SHALL ALSO BE ADDED. By: R.C.E. 48592
SCALE PLAN ACCORDINGLY. D. SPRAYING SHALL COMMENCE IMMEDIATELY WHEN THE TANK
7801 Mission Center Court, Suite 100 San Diego, CA 92108 0 BE HYD WITH BFM TS LS IS FULL AND THE SLURRY IS MIXED. Grading -
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